


TIO GEBRAUCHSANW€IsUI{G

INSTALLATION DE5 FAHRiTGIERS

Positionierung lhr€s Fahrretleß im Modell

Montieren Sie den fahregle. so reit rcm Receiver wie möglich. verwenden
sie hie.für doppelseiti8es (lebeband oder Klettband,

Erinren sie diedi.ken Stromk belnicht in derNäh€ derAntenne und
.ndarer dünnerDrähte a., L,m lnterlerenren ruvermeide. (rieheAbb. l ftjr
eihe BeispielMontage).

Die Antenne sollte direkt.ur dem Receiverin das Antennenrehäuse und
näch obenausdem Modell hinaus ßefühn werden veßuchan S'e nicht, Te,le
dd Modell< aß Antenne 2u v€ruend€nl

Oe. Fahrresler sollte so positionrcrt werden, dess kühlluft riberden
(ühlkörceistrÖmen kenn. Dies verinsert d,e 6ef.hreiner
Uberhitrunss.bschaltuns.

Stellen 9e !rcher. dass lh. Motor m'l eei {2 ) MotoFlbndensatoren l0.luFl
auraenättet 

'st 
- einer vom M'nulpolzur 8Ü.hre und errer voh Plulpolrur

vertebelon! lhr€r F.hnede6lm Mod€ll{il.h€ Abb. 1)

Die fahrresler werden abwerk mit einem Tämiya-Stecker und Rundsrecker
äusgehefen. (EiniEe de. Hochlerstungsveßronen werden mrt Uitltrjtzpunkten
ond losen Drähten ausseliefen.)

Faücodierung für die (abel:

S.hwaE = B.tt -8, Rot = Batt +ve. Blau = Mot -ve, Gelb: Mot +ve

BITTE IMMER VOM A(KU TRENNEN, WENN KEIN€ OBERWACHUNG
STATTNNDETI

Anschlüsr! Empfäna€*.bcl

Dar Ehplänre äb€l auf dem tähfierler irt ein iR-Iyo, siehe Täbelle unten.
Füreini*e EmDfänrer mursen sie mö.|'cheMeise däs rote und däs braune
Käbel im Stecker vertausch€n.

rcte Käbelvon all€n F.hrrealem
einen Fahrreder ohne enernen

ritte- där< en.ür ein.m

Alle Fahrerlersind mit l,5A 8EC ausßenattet, soturn nichtandeß

SET.UP

BevorSie mitdem set.uo besinnen, mürse. Sie lhren Fahrrealerwie inabb.
l daqdellt anrchließen. (Acfiren Sied.rauf, d.sr dar oranse Sisnalkabelnach
innen reiat, renn sie da! tmpfänaerkab€l än den Empfänger änrchli€ßen.)

l(ällbri€r€n d€s rährr€deß mlt lhr€m s.nd.r

l.schalten sie lhren s€nde. ein, und.cht€n sie d.EUf, dass sich Gashebel
und Oasabßlei.h in d€r Neutlalnelluns befi.den.

H lNWElS: Wenn sie den werkseitif, ein*ebauten Akku.Anschluss entfemt
habeh (siehe Garantie), achten Sie bittelul di€ chtiSe Pol.rität.

nAkl!päckund *halten Sie den
ein. Die rcten.ldnen und blauen LEDS
el-up-Fenner Wenn Sie die Taste
nken, rt.rten 5iedasset-up. Wenn Sie
en, operiert de, Fahrresler mit den



3. DrücletrS.e währ€nddie LE Ds einnat brinken auf dre SET-Tane. Hierdurch
wird di€ NeutElstellunS errgestelh. Dre srLine LED teu<hrer,

4, Schreben SiedenGashebel in drercrdeßl€ Portion u.d reh.nsi, d:nn
zurücr indie Neulralsrellunt (Hierdurch wid dEr marimadvorujni-
oercnwrndrtkerrspunn eintert€ t. oie rote tED t.uchter )

5. Z'ehensie bel l.uchtendei roter rEO den Gätheber in diemdimäte Brems.
4tuctwarßposition, Gehen 5ie änschlieS€nd zudct in die NeutEtste[un,
lHrerdurch wird der m.xim.le SEms-/RüclwartsDuntl etnlestett_t D.r -
täh(eglerlasst die LED5 leuchlen, uh anzu.€Een, dasrerslch in dä,
Neutralstellu.a b€f indet.

Der Fahrrcgler ist jerzt einsatrbereit.

Die Kallb erung ist abgeschloss€n undder Fahregter treabt den Motoränt

lm raIsäte-Modüs,t€hn der Controtter h die I,{eurrätste unS ruruck. Oi€,u.d durch dre rctbrinkende LED anSezeiEt.

Der Fäilsafe-Modus wrd.ktivien, renn es ru einem SirnätErtust auß.rh.tb
der Reichweite lommt, od.r ern fälsch€s Sienä I empfanißen wird.

D€r Fahregl€r känn mit NiCd/NiMH und tipo-Akkus .usg€stattet w€rden.

Dieblaue LED leuchtet im tiPo-Modur daueüaft_

Ausr.hl Br.msmodui lnu. Cräwtcr-F.hn al€r)

W.l b€ddt n dL tED.?

wechselzwirchen blauen & grünen LEDS R.d -Auswähtfenster Akku-Typ.

wechsel 2wirchen roten & blauen tEDs Rad - Auswährenster Bremsmodus_

Rote, grune & bku€ tEDs blink€n für 2 Sekunden - xatabri€run$fenster

Rote LED blinh - Failsafe-Modus.

Roteu& t.üne LEDS teu.hten däueö.ft- Neut6tst€ ung im NiCd/NiMH-

GrünestED leuchtet däuerhaft - Volte Vo ärts,position im NiCd/NiMU-

Rot€ LEo reuchtet daueftaft - Votte Erems-/tutckwältsposit,o. im
Nicd/NiMH.Modus.

8ote, gdne & blaue LED' leuchte. dauerhäft - N€utntst€lunt im Upo-

Gdne& bläue LEDS leuchten dauerhaft - votle Vorwäns posltion im ripo-

Rote & blaue LEOt leuchten d.ueüaft - vott€ Bremt/Rüctwärr, position rm
LiPo-Modu!.



INSTALLING YOUR ESC

Positioning of your ESC in the model
Mounl the ESC as far away as possible from the receivor, using
double sided tapa or vslcro.
Keep the lhick power wires away from lhe antenna and other thin
wl]es to avoid inte,Ierence problems (S9o Frg.1 for example
inslal0.
The antenna should come slraight out of ths receivor lnto the
antenna tube and up out of lhe model. Do not attempt to use any
part of the model as an antanna!
The ESC should be positioned to allow cooling air to pass over
ths heatsink, this r€ducos th€ risk of owr-iEmperatJr6 shutdown.
Make sure your motor is fitGd wiüt fwo (2) motor capaciiora
(0.1uF) - one from the negativo t6,minal to the can and one from
the posilive terminal to th€ can.

llliring up of your ESC in model (See Fig.l)
The ESCS are supplied with Tamiya style plug and bullet
connectors at th€ fac1ory. (Some of the higher powsred versions
come litted with solder posts and loose wires.)
Colour coding for the wires is as follows:
ffi {} Hd{{q !l..{C {q Vdlbdct{{ro

ALWAYS DISCONNECT FROM THE
BATTERY PACK WHEN NOT SUPERVISED!

Recelver Lead Connections
The receiver lead on the ESC is the JR type, s€6 chart below. For
some receivers you may need to swap the red and brown wires in
the plug.

C llllo|t Jü, ff,tc*ü ffiüyot,
,,,rf,'FrDü,.trd rfr ior ürESG!roJur

,dffi.l,I,/urßtfu, d.& hytffi
fü rr qfaJrodir ffi, yott ffi t',ä /,,El
h rd ü. fro,r, A,J.ESCL, r.r.lU tat ür.r, o,.
& h ttü rrül fügdf, slrJ rtoJt ü
ffiyou.ffidy Ndn EgCt rßül.rd
*tüffi.
Atl ESCi era fta,.d with 1 .5A BEC unless oahetwise sbted.

SET.UP
I Dttt:E*,,D&HilLf tre flrItr,flflfiffirßE

B6for6 beginning sst-up you need to conn€c{ up your ESC as in Fig.1.(Whsn
plugging the ESC'9 receiver lead lnto th€ ßcaiver make sure that the signal wire
- orange - is facing inwards).

Ca b,ö,dng ahe ESC to your tansmlllor
I. Switch on your transmittsr onsuring the thro e control and throttl€ bim arg in
the neutral position.
NOTE: lf you havo romovsd the f.qtory fittod battory connoctor, (ase
warian§r) ensur€ polarlly l! consct
2. Plug your ESC into lrour battery pack and tum lhe ESC on with the orvofi
switch. The rsd, green and blue IED'S will flash ior 2 second§ ffhis ,s t t9 sel-up
window il Wu prcss the button onco wttilst lhe LED'' are f,ashing Wu enler set-
up, if you lot ,he LED'S f,ash fot 2 secf/nds then stop, the ESC wi ope7ale with

Wviously set values)
3. With tie LED'S fashing, prsss the sat bulton onca, thls wlll s€t your neutral
position, tho grson LED will light.
4, Push the throttle control to the fullfoMard position, then retJm to the nautral
position, ffr,is rtas sef maximum M speed point, the rcd LED will light).
5. With the red LED lit, pull tho thrcül€ conbolto the tull brake/revsrse po§ilion,
then retum to lho noutral position. ffhrs ,,as st t|ß maximum brake/rewßo
poirr. The ESC lyill light the LEDS to show lt ls in the neutral position.
Th6 ESC is now ready to use.

Callbndon is complete and the ESC yrltl power tha motorl

Failsafe mode
ln failsafe mode the controller retums to the neutral position, this is
shown by the Red LED flashing.
Failsafe mode is activated if there is a loss of signal due to being oul of
range or not receiving a conect receiver signal.

Flg.l - installation diagram

Battery type selection
Th6 ESC is NiCAD/NIMH and Lipo compatible.
To swftch b€ttvesn b l{lCADrl.lI{ cllt ofi and f,tb
l+o ario{t you must press and hold tho sat button boforo
switching the ESC on. With the set button press€d, switch
on the ESC using th6 on/ofi swibh, tie LED'S will cycle
between blue and gresn, to use NiCAD/NIMH cells release
the s€t button when lhe 9r66n LED is lit, to u8s Lipo cells
reloase the set button $'hen ths blus LED is lit. Th€ ESC
will flash all 3 LEO'S then rstJm to the neutral position.
The Blue LED will be on solid all tie time whilst being used
in auto Lipo mode.

Reverse mode selection
Th6 Storm ESC has 2 reverse modes, 'on' and 'otr. On
mode gives full brakes until the model has stopped lhen
engages reverae. Ofi mode removes lhe ,gverse funclion
compl€tely allowing the ESC to operate as a forwards and
brake only ESC,
To switch between 'on lmde' and 'dt modo', at any time
when the ESC is in the neutral position, press and hold tho
set button. Ths red LED will cycle between on and ofi, to
usE the ESC in reversing mode, releasg the set button
when lhe red LED is otr. To usa th6 ESC in brake only
mode, release the set button when the red LED is lit. Tho
ESC is ready to use.

hlhat do the LED's mean?
4r a (l,I/, ,Eh G!,Gtrt, - Battery type seleclion
windo^..
nad llD Ga,Glf - Reverse mode seleclion wlndow.
n daOt ra8l,. ,.ürM'glt2ruü-
Calibration whdolv.
FldLEDrr,ff,{-Failsafe mode.

R€d A GrBoa LED5 oI, sorid - Neutral position in
N|CAD/NiMH mode.
Grcen LED ,it sdld - Full forwards position in
N|CAD/N|MH mode.
Red LED lia solid - Full brake/Reverse position in
N|CAD/NiMH mode.

Rad, C,een & Btue LED3 on sorrd - Neutral position in
Lipo mode.
Groelr a Blue LED'E t sorrd- Full forwards position in
Lipo mode.
Rod & Blw LEDUlt sorrd - Full brake/Roverse position
in Lipo mode.



üoSlOil SPEC
Size: 40x35x12mm
Weight 55.09
Battery type: NiCAD/N|MH/L|-Po
Voltage: 4.8 - 9.6V (NicAD/NiMH)

2S (Li-po)
Motor Limit:
STORM-19: 19T sport tuned
STORM-14: 14T sport tuned
STORM-X: No limit
BEC: 6V/1.5Amp
LED's: 3, R,c,B
Modes: 2


